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u Call station extension keypad with 20 freely
programmable buttons

u Soft-touch selection buttons

u Up to 5 extension keypads can be connected to one
call station

u EN 54-16 and ISO 7240-16 system certification

The PVA-20CSE is a call station extension for the
PAVIRO system.
The call station extension has 20 customizable
selection buttons. A maximum of five call station
extensions can be installed on one call station.
Other properties:

• Two indicator lights (green/red) per button
• Label with transparent covering - the label can be

changed at any time
• Can be used a standing or desk/rack flush-mounted

device
• Internal monitoring with error logging - complying

with all relevant national and international standards
• Easy configuration - use of IRIS-Net software

System overview
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1 Selection buttons
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1 EXT OUT ports

2 DIP switch for address selection

Certifications and approvals

Emergency standard certifications

Europe EN 54‑16

International ISO 7240‑16

Environmental directive compliance

Safety EN 60065

Immunity EN 50130-4

Emissions EN 61000-6-3
ICES-003
FCC-47 part 15B class A

Environment EN 50581

Maritime EN 60945

Conformity

Europe CE/CPR

USA FCC

Canada ICES

Australia RCM

Korea KCC

Russian
Federation

EAC

Environment RoHS

Parts included

Quantity Component

1 PVA-20CSE

1 6-pin connecting cable

1 Connecting plate

1 Connecting holder

6 Screw (self-tapping)

1 Label template

1 Technical information

Technical specifications

Electrical

Buttons 20 programmable zone/
function keys

Indicator lights Green and red LED per
programmable zone/
function key

Mechanical

Product dimensions
(Height x Width x Depth)

163 mm x 140 mm x 63
mm

Net weight 0.35 kg

Color RAL 9017 (traffic black)

Enviromental

Operating temperature -5 °C to +45 °C (+23 °F to
+113 °F)

Storage and transport
temperature

-25 °C to +70 °C (-13 °F to
+158 °F)

Humidity (non-
condensing)

5% to 90%

Altitude Up to 2000 m
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Dimensions
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Ordering information

PVA-20CSE Call station extension

Call station extension for the PAVIRO system; has 20
customizable selection buttons.
Order number PVA-20CSE
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